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SITE DETAILS C-901

NOT TO SCALE
&ON&RETE SI'E:AL. 'ETAIL

3:1
 M

AX.

3:1 MAX.

3:1 MAX.

3:1
 M

AX.

1. EXPANSION JOINTS 1/2" WIDE PREMOLDED BIT. MATERIAL SHALL BE INSTALLED
AT 30' INTERVALS, CRACK CONTROL JOINTS TO BE SPACED AT INTERVALS EQUAL
TO SIDEWALK WIDTH.

2% MAX. CROSS SLOPE

NOTE:

COMPACTED SUBGRADE (PER
GEOTECHNICAL REPORT)

4" THICK, COMPACTED
STONE BASE (TYPE 2a)

4" CLASS A CONCRETE
(3000 P.S.I. @ 28 DAYS)

2' MIN. CLEAR ZONE
(TYP., LT. & RT.)

NOT TO SCALE
PRIVATE +EA'ER &8R% 'ETAIL

4"

6"

1. EXPANSION JOINTS TO BE INSTALLED AT 20' INTERVALS.
2. THIS ITEM MAY BE PRECAST OR CAST IN PLACE.
3.  CONCRETE TO BE CLASS A3 IF CAST IN PLACE OR 4000 P.S.I. IF PRECAST.

NOTES:

PAVEMENT SURFACE
(SEE PAVEMENT DETAIL)

6" REVEAL

2" RADIUS1/4" RADIUS

FINISHED GRADE

2'
3'

3'

R = 3'

PROP. CURB (SEE SECTION A-A)

PROP. PAVEMENT

A

A

5%
5% TAPER CURB

3'2'

4" CLASS B CONC.

4" GABC

FLOW LINE

5%

NOT TO SCALE
&8R% &8T 'ETAIL

NOT TO SCALE
SE&TION A�A

NOT TO SCALE
3' TALL CONCRETE LIGHT POLE BASE

THIS DETAIL SERVES AS A GUIDELINE ONLY. STRUCTURAL ENGINEER TO DESIGN AND
PROVIDE DOCUMENTATION FOR FINAL LIGHT POLE BASE DESIGN.   MEP TO
DESIGN/PROVIDE CONDUIT INFO FOR FINAL DESIGN.  GC MUST INCLUDE ADD
ALTERNATE FOR STRUCTURAL AND ELECTRICAL DESIGN, AND COORDINATE WITH
OWNER PRIOR TO CONSTRUCTION.

3'

24"

48
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 P
ER
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C
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 S
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ES

NOTE:

GROUND SURFACE (VARIES)
4000 PSI CONCRETE

REBAR BY OTHERS

24"

GENERAL LOCATION OF
CONDUITS. GC TO CONFIRM
NUMBER AND SIZE PRIOR TO
CONSTRUCTION.

GENERAL LOCATION
OF CONDUITS. GC TO
CONFIRM NUMBER
AND SIZE PRIOR TO
CONSTRUCTION.

NOT TO SCALE
ME'I8M '8T< ASP+ALT PAVEMENT SE&TION

1. SECTION SHOWN IS BASED ON AN ANTICIPATED CBR OF 3 PER GEOTECHNICAL REPORT
PREPARED BY ECS MID-ATLANTIC, LLC, DATED 8/30/19 (PROJECT #02-9066).  FINAL
DESIGN TO BE PROVIDED ONCE FINAL CBR'S ARE AVAILABLE ON COMPACTED SUB-BASE.

NOTE:

1.5" ASPHALT SURFACE COURSE  TYPE C

3.5" ASPHALT BINDER COURSE TYPE B

8" COMPACTED STONE BASE GABC

COMPACTED SUBGRADE
(PER GEOTECHNICAL REPORT)

NOT TO SCALE
STAN'AR' '8T< &ON&RETE SE&TION

6" CONCRETE (8" FOR TRASH
ENCLOSURE)

6" COMPACTED STONE BASE

COMPACTED SUBGRADE
(PER GEOTECHNICAL REPORT)

6x6 WWM (10 GA.)

1. SECTION SHOWN IS BASED ON ECS MID-ATLANTIC, LLC. RECOMMENDATION.
NOTE:

NOT TO SCALE
3' TALL CONCRETE LIGHT POLE BASE

THIS DETAIL SERVES AS A GUIDELINE ONLY. STRUCTURAL ENGINEER TO DESIGN AND
PROVIDE DOCUMENTATION FOR FINAL LIGHT POLE BASE DESIGN.   MEP TO
DESIGN/PROVIDE CONDUIT INFO FOR FINAL DESIGN.  GC MUST INCLUDE ADD
ALTERNATE FOR STRUCTURAL AND ELECTRICAL DESIGN, AND COORDINATE WITH
OWNER PRIOR TO CONSTRUCTION.
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SITE DETAILS C-902

8"

LENGTH VARIES

3'-
6"

1'-
6"

N.T.S.

3"
4" MAXIMUM

(2) INTERMEDIATE
RAILS SPACED

A
A

10"

SECTION A-A
JOINT FILLER

CONC. PIER

1/2" COMPRESSIBLE

SIDEWALK AROUND VERTICALS

AND SAFETY ON DRIVE-THRU SIDE OF BUILDING
STAINLESS STEEL GALVANIZED RAIL IS USED FOR PEDESTRIAN CONTROL

STEEL PIPE HANDRAIL 
1 1/2" DIA. STAINLESS  

PIER & POUR

8" DIA X 18" DEEP

VERIFY COLOR W/PROJECT

SET HANDRAILS INTO AN
8" DIA X 18" DEEP CONC

PRIME & PAINT AS REQ'D

MANAGER

RAILING DETAIL & SECTION

FACE

PARKING STALL STRIPING
(60° PARKING)

CURB

4" WHITE PAINT
STRIPE TYP.

FACE

PARKING STALL STRIPING
(90° PARKING)

CURB

4" WHITE PAINT
STRIPE TYP.

X X X

 TRASH ENCLOSURE GATE & MOUNTING 

TRASH ENCLOSURE LAYOUT (15'x30') 

 GATE POST DETAILS TYPICAL WALL ELEVATION

MASONRY TRASH ENCLOSURE DETAILS

60° ANGLED A.D.A ACCESSIBLE PARKING SPACE STRIPING

TYPICAL CROSSWALK/NEUTRAL AREA DETAIL

TRUNCATED DOME PATTERN FOR A.D.A.
DETECTABLE WARNING SURFACES

NOT TO SCALE
%OLLAR' MO8NTE' A'A PAR.IN* SI*N 'ETAIL

ONE AT EACH ADA SPACE. WHERE ADA SPACES FACE EACH OTHER WITHOUT
WALKWAY, THERE SHALL BE ONE POST WITH SIGNS MOUNTED BOTH SIDES

3'
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" T
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1'-6"

2'
-0

"

18
"

12"

6"

NOTE:

REFLECTIVE ALUMINUM
LEGEND AND BORDER - GREEN
WHITE SYMBOL ON BLUE BACKGROUND
BACKGROUND - WHITE
TYPICAL AT ALL ADA SPACES

THIS SIGN TYPICAL AT ALL "VAN
ACCESSIBLE" PARKING SPACES

PENALTY SIGN WITH WORDING AS
REQUIRED BY STATE OR LOCAL LAW

GALVANIZED "U" CHANNEL POST

4" DIA. SCH. 40 GALVANIZED STEEL  PIPE
BOLLARD PAINTED OSHA YELLOW FILLED
WITH CONCRETE

PAINT CONCRETE BLACK AFTER
CURING AT ASPHALT LOCATIONS

4000 PSI CONCRETE

NOT TO SCALE
HORSE HITCH DETAIL

5'
 M

IN
.

5'
 M

IN
.

12' MIN.

2 3 8" GALVANIZED STEEL HITCH RAIL

3'
-6

"

18"

48
"

6"

SUITABLE PERVIOUS SURFACE MATERIAL
(TO BE SELECTED BY DEVELOPER)

4000 PSI CONCRETE
2 3 8" GALVANIZED

STEEL HITCH RAIL

4" RADIUS (TYP.)

3
8" PLATED STEEL

TIE RING (TYP.)
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